
 

TORC® is a mono-grade, conventional Transmission Drive Train Oil designed for the Caterpillar 
TO-4 performance  specification, with each grade providing a unique single-season use while 
in operation. 

TORC® Series M Synthetic Blend Transmission Drive Train Oil is specifically blended to meet the 
TO-4M performance specification. The shear stable formula provides protection and promotes 
extended component life in heavy-duty equipment.

LUBRICATION FACTS
TRANSMISSION DRIVE TRAIN OIL

TORC® Transmission Drive Train Oils are designed to meet the rigid performance requirements and demanding environment for 
heavy-duty equipment found in the agriculture, commercial, construction and forestry industries. TORC® oils are recommended for 
use in a variety of major components, such as powershift/hydrostatic transmissions, final drives, differentials, torque converters, 
wet brakes, hydraulics and gear boxes. 

COMPONENT PROTECTION
Ensures long life and protection 
for gears, bearings and friction disc 
material

OPTIMAL WEAR PERFORMANCE
Ambient temperature range from 
-20° C up to 43° C in powershift 
transmissions

COLD-WEATHER 
PERFORMANCE
Ultimate synthetic lubricant providing 
superior performance and protection 
year round

ANTI-WEAR PROTECTION
Higher zinc content formula protects 
metal surfaces from developing rust

EFFORTLESS OPERATION
Engineered for peak performance, 
ensuring jolt-free, smooth operation in 
power shift/hydrostatic transmissions 
and wet brake systems

OIL DURABILITY
Engineered for long component life and 
excellent performance for equipment

COMPONENT COMPATIBILITY
Unique blend formulation creating 
optimal friction performance

EMULSIFYING CAPABILITY
Contains emulsifier additives 
specifically designed to hold water 
in suspension, allowing for proper 
lubrication

SEASONAL TEMPERATURE USE
Ambient temperatures down to  
-20° C for TORC® 10W and up to a high 
of 50° C for TORC® SAE 50 grade in 
powershift transmissions

PERFORMANCE COMPATIBILITY
Ensures maximum friction disc life 
and delivers consistent, reliable 
performance

OXIDATION STABILITY
Outstanding thermal stability 
oxidation resistance will prevent oil 
from breaking down prematurely

EXTENDED DRAIN INTERVALS
Over 6,000 hours with used oil analysis 
to keep equipment working at peak 
efficiency

TORC® Series CW Synthetic is a 100% fully synthetic multi-grade Transmission Drive Train Oil. 
The specialized winter formulation is built to withstand and protect heavy-duty Caterpillar 
machinery in extreme temperatures.

TORC® Series HXA is a hydraulic/hydrostatic fluid designed to eliminate water dispersion 
throughout the hydraulic system. Falling in line with Caterpillar recommendations, TORC® Series 
HXA is formulated with ZDDP, which provides wear protection to critical hydraulic system and 
hydrostatic transmission components.


